
Our instructions for use are based on knowledge available currently and shall guide the buyer/user to the best of one's knowledge, but, however, must be clarified for the areas of 
application and processing conditions on a case-to-case basis. The buyer/user is responsible for deciding on the suitability and use of the delivered product, which is why it is 
recommended to produce a sample to check the suitability of the product. Our general terms and conditions of sale are otherwise applicable. All previous data sheets are rendered 
invalid with the issue of this one. Rights reserved for the modification of the container sizes, colour shades and degrees of gloss available.

Technical data sheet

Color-4You-Paste 9057

Pigment concentrates for the paint trade and master painters

Product numbers 95051 ff

General The Color-4You system consists of 24 pastes with a unique overall solution. 
The mix of 24 water-based, alkyd resin, transparent iron oxide and universal 
pastes offers an extensive colour spectrum, optimum opacity, excellent 
colour stability and perfect processing of the tinted products.

Application area For tinting high-quality facade and interior wall paints as well as lacquers 
and wood stains using automatic dosing systems from the Color-4You paint 
mixing system.

Processing instructions Please stir and shake the product well before use
(1 minute shaker).
The temperature of the product and object, and the room temperature 
must be at least +10 C.
The product is ready to use.
Do not use the product as a coating!
Use only in combination with the base materials recommended by 
ADLER.
With Color-4You mixed varnishes must be processed as specified in the 
corresponding technical data sheet.
The product dries quickly in the air. Therefore, empty the containers 
completely when filling the dosing units.
Please observe our ARL 800-  Working guideline for working (including 
care and maintenance) with ADLER Mix, PUR Mix and Color4You dosing 
machines.
Please refer to the corresponding technical data sheets of the products.

Cleaning the working 
equipment

With water immediately after use.
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Color-4You-Paste

Size of trading unit 1 l container

Colour shades / Glosslevels Standard colour(s):
GH grün (hkz) (95051)
M Magenta (95052)
BH Blau (hkz) (95053)
RI Rot (hkz) (95054)
TY Troxgelb (95055)
TR Troxrot (95056)
RL Rotorange (95057)
YH Gelb (95058)
W Weiß (95059)
OR Oxidrot (95060)
SN schwarz (nkz) (95061)
OH Orange (95062)
Y Bismutgelb (95063)
KB Kobaltblau (95064)
OS Oxidschwarz (95065)
OY Oxidgelb (95066)
KG Kobaltgrün (95067)
OO Oxidorange (95068)
AO Alkydoxidgelb (95069)
AY Alkydgelb (95070)
AR Alkydrot (95071)
AB Alkydblau (95072)
AG Alkydgrün (95073)
AS Alkydschwarz (95074)

Durability / storage Min. 1 year(s) in the original sealed containers.
Make sure the product is protected against moisture, direct sunlight, frost 
and high temperatures (above 30 °C).
Close opened containers well and use up the content as soon as possible.

Safety information Further information on the subject of safety during transport, storage and 
handling as well as disposal can be found in the relevant safety data sheet. 
The current version can be accessed on the Internet at www.adler-lacke.com.

ORDERING INFORMATION

FURTHER DETAILS
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